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PROP. APPROX. 2" ASPHALT CONCRETE SURFACE COURSE, TYPE $9.58, PROP. VAR, DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B23.08, £ A8 AN A (A
Cl E3 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1” DEPTH TO BE PLACED S Y gpaL % = S Y gpaL % =
AT AN AVERAGE RATE OF 224 LBS. PER 5Q. YD. IN LAYERS NOT LESS THAN 3” OR GREATER THAN 5.5” IN DEPTH. Zoi g = -
P T DA A
Cp | PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE $9.58, E4 | AT AN AVERAGE RATE OF 114 LBS PER Q. YD PER 1" DEPTH- 7O 'BE PLACED o6 /'z'of; ﬁ//}f‘?..'.‘ﬁf.--'e\t S /%}ﬁ;l-g?..’k‘.@.méf
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C3 PROP. APPROX. 3” ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5C, 1 , \ V )
AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.IN EACH OF TWO LAYERS PROP. 8" AGGREGATE BASE COURSE e ey
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5B, AT
C4 AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1” DEPTH TO BE PLACED J2 PROP. VAR. DEPTH AGGREGATE BASE COURSE
IN' LAYERS NOT LESS THAN 1.5” OR GREATER THAN 2” IN DEPTH.
C5 PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5C, AT 1
AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1”7 DEPTH TO BE PLACED 3" CLASS IV AGGREGATE STABILIZATION : : ;
IN' LAYERS NOT LESS THAN 1.5” OR GREATER THAN 2” IN DEPTH. Detail Showing Method of Wedging
% NOTE: FOR -L-, -Y1-, -YIA- AND -DETI-
PROP. APPROX. 3" ASPHALT RETE INTERMEDIATE RSE, TYPE 119.
D] ATOAN AVERAG?E RE:TE OF gt(l)ZNEBS. PERNSQ.N%D. COURSE, 9.0C, P PROP. PRIME COAT AT THE RATE OF .35 GAL. PER SQ. YD.
G SURVEY (-PROPOSED-)
PROP. APPROX. 4” ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 119.0C, @
D2 | AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD. R PROP. SHOULDER BERM GUTTER @ 8
PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 119.0C, @ Q
D3 | AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1”7 DEPTH TO BE PLACED T EARTH MATERIAL
IN LAYERS NOT LESS THAN 2.5” OR GREATER THAN 4” IN DEPTH. ,
[ A\
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El PROP. APPROX. 4” ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, U EXISTING PAVEMENT
AT AN AVERAGE RATE OF 456 LBS.PER SQ. YD. -
2),
E2 PROP. APPROX. 5” ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, MIN
AT AN AVERAGE RATE OF 570 LBS. PER SQ. YD. W VARIABLE DEPTH ASPHALT PAVEMENT (SEE WEDGING DETAIL)
Detail Showin th f in
Y PROPOSED MILLED RUMBLE STRIPS (SEE STD. 665.01) etail Showing Method of Wedging
% NOTE: FOR -L-, -Y1-, -YIA- AND -DETI-
NOTES:ALL SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
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& & & 4 NOTE: OVERLAY EXISTING PAVEMENT FROM -L- STA 12+00.00 TO
GRADE OR =< == GRADE OR STA 15+45.00 WITH 3" $9.5C
FDPS SURVEY |[FDPS C : FDPS| ~ SURVEY @ FDPS a9 :
' . , .025 025 025 .

USE TYPICAL SECTION NO.1 FOR:

-L- STA.12+00.00 TO -L- STA.15+45.00
-L- STA. 15+45.00 TO -L- STA.17+50.00

GRADE TO THIS LINE GRADE TO THIS LINE

NOTE: RESURFACE —L- WITH @ FROM STA.12+00.00 TO 15+ 45.00

TYPICAL SECTION NO. 1

G -L-
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15" W/GR B 23/ | 23’ 5 15" W/GR
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FDPS @ GRADE FDPS FDPS GRADE FDPS
POINT ()
025 025 .025/.04 04/.025 .025 025 | .04
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USE TYPICAL SECTION NO.2 FOR:
-L- STA.17+50.00 TO -L- STA.38+50.00

GRADE TO THIS LINE

GRADE TO THIS LINE

TYPICAL SECTION NO. 2
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